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In-line lithographic web printing
Presses 2x Zirkon 24pp web

Maximum web width 965mm

Minimum web width 330mm

Cut off 904mm 

Maximum stock weight 200gsm

Minimum stock weight 70gsm

Colours 5 total, either 5/5 or 4/4 plus sealer

Drying Heat set (170 - 200ºc)

In-line personalisation
Systems Scitex 6240 and 3600 modular variable imaging systems

Heads 14 x 108mm

Speed 1000ft per minute (press speed)

Simplex single pass Maximum 14 heads (1296mm in total) 

Duplex single pass Maximum 7 + 7  heads (1296mm in total)

Resolution 240 dpi

Fonts Bitstream type library

Ink Water based

Colours (each head independant) Black, blue, red, green
Any PMS colours can be matched

In-line finishing
Systems 2x Inline ribbon/plow-fold systems

Stock weight (recommended) 80 - 200gsm

Plow fold towers Maximum of 7
4 Head creasing unit

Ribbon slit and merge Maximum 4 ribbons (2x plow-fold) 

Label application (recommended) Max - 65mm (w) x 60mm (d) 
Min - 20mm (w) x 38mm (d)

Perforations Line, cross, pattern

Die cutting Line, pattern, aperture, shapes, profile, kiss cut

Gluing Line, pattern, spot, impact

Shear slitter Single and double cut

Off-line finishing
Systems 3x Hunkeler offline finishing systems

Processes Cross-fold, trim, Optipost

Stock, ink and finishes
Paper stock (70 - 200gsm) Uncoated, matt coated, silk, gloss

Inks (heat-set) CMYK, specials, metallic, coin reactive, heat reactive, watermark, carbon, 
fluorescent

Varnishes (heat-set) Sealer, press gloss

Finishes (spot) UV, gloss, fragrance, scratch-off

Glues (water based, hot melt, impact) Remoist, peelable

Backgrounds Security marks/devices can be incorporated into our products

In-line printing 

Plant list
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Digital printing
Presses 2 x Truepress Jet 520 digital presses

System capability Fully personalised, variable, four colour, duplex print

Maximum web width 525mm with a maximum printable width of 507mm

Speed 200ft per minute (24,000 A4’s per hour)

Resolution 720dpi

Finishing Hunkler CS6 cutters, six plate MBO folders

Laser personalisation
Presses 3 x 600dpi continuous laser personalisation lines

Speed 300ft per minute (36,000 A4’s per hour)

Simplex single pass Yes

Duplex single pass Yes

Resolution 600dpi

Fonts Bitstream type library

Colours Black only

Laser onto solid colour Yes

Laser and digital print

Optimum product sizes
Quantity and sizes Number up No bleed Common bleed Full bleed

2 up 452mm 444mm 439mm

3 up 301mm 296mm 289mm

4 up 226mm 222mm 214mm

5 up 180mm 177mm 169mm

6 up 150mm 148mm 139mm

7 up 129mm 127mm 118mm

8 up 113mm 111mm 102mm

Enclosing and tipping

Envelope enclosing
Enclosing lines 2x Pitney Bowes Flow Master with six stations and three way matching

2x CMC 300 with suction and gripper fed
4x Sitma SM15 with read and print technology

Card tipping
System 3x Maverick - 18,000 per hour

Kiri Rudy Tip On - 15,000 per hour

Item sizes DL down to business card
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Data processing tools

System SQL server
Visual Studio.Net
CACI Anabase – name and address processing
SPSS – data mining
Data Health Check - system developed in-house

Suppression files MapInfo
Xpression
Gone Away Suppression File
MPS
The Bereavement Register
PAF
Mortascreen

Pre-media workflow

Primary workflow Kodak Prinergy, Kodak Insite, Kodak Magnus 800 Quantum S

Back-up workflow Kodak Brisque v5, Kodak Lotem 850 Quantum

Proofing 2x Epson 9800 driven by GMG Colorproof
1x Iris 43 Wide Improofer
1x HP5500 Improofer driven by Spinflow software
1x Xrite i1 Spectrophotometer

Work stations 3x Apple Intel Mac Pro
1x Apple G5
1x Xserve
1x Microtek 9800XL A3 scanner

Software Quark versions 6,7 and 8. Adobe CS3 and CS4: Indesign, Illustrator, Photoshop and
Acrobat. Enfocus Pitstop Professional 7.5. Enfocus Pitstop Server. Kodak Preps
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